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NOTES:
1.MECHANICAL:

  MATING FORCE: 35N MAX.
  UNMATING FORCE: 10N MIN,INITIAL.

            8~20N AFTER 10000 CYCLES.
  DURABILITY: 10000 CYCLES MIN.

2.ELECTRICAL:
  CURRENT: 1.0A   
  VOLTAGE:  30V MAX
  WITHSTANDING VOLTAGE: 100V AC

CONTACT RESISTANCE: 30MΩ  MAX  INITIAL;   
                    40MΩ  MAX  AFTER  10000  CYCLES

   INSULATION RESISTANCE: 100MΩ  MIN
3.ENVIRONMENTAL

   OPERATING TEMPERATURE RANGE -30°C ~ +80°C
4.PRODUCT SPEC: SP-MICRO USB
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5.PLATING：
CONTACT:  NI  UNDER  PLATING.

AU  PLATING  ON  CONTACT  AREA.
SHELL:  NI  UNDER  PLATING

CONTACT:  COPPER ALLOY  
HOUSING:  HIGH THERMOPLASTIC METERIAL,UL94V-0, BLACK.

6.MATERIAL:

SHELL:  STAINLESS STEEL 
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CARRIER TAPE

LABEL

PLASTIC REEL

COVER TAPE

（SMT TYPE） 

1. packing prepare leader and empty,detail as below

leader(empty)

pull out in this direction

4. top cover tape should be limited in area of plastic tape .

3.Quantity----Plastic reel about 1800pcs.

tail(empty)

2.force of tearing off top tape 15-80 gf
with connector

tearing off in this direction

 packing of product
Non Pasteleader

Carrier tape transparent cover tape

5.Edge of rolling up should  be adhered the top cover tape to the side 
of rell an adhensive tape.
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